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TREATED WOOD, SHALL BE PLACED 2’ (0.em) FROM
THE EDGE OF THE TURNOUT SURFACE. (SEE A-A)

'STANDARD WIDTH
ENTRANCE
DESIGN NOTES:
1. THE RESIDENT ENGINEER SHALL CONTACT THE LOCAL POSTMASTER PRIOR TO
INSTALLING THE NEW MAILBOX POSTS FOR THE LOCAL MOUNTING HEIGHT OF THE

MAILBOX. THE STANDARD MOUNTING HEIGHT 1S 3/’ (1.05m); HOWEVER, LOCAL POST-

MASTERS MAY VARY THIS HEIGHT.

THE POST, 4”x4" (100mmx100mm) OR 4!, (155mm) DIA.

2. THE STANDARD MAILBOX POST IS A 4”x4"” (100mmX100mm) OR A 45" (155mm) DIA.

TREATED WOOD POST. THE STANDARD BURY LENGTH OF THE POST IS 2’ (600mm).
DO NOT SHORTEN OR EXCEED THIS BURY LENGTH.

3. DEPENDING ON THE LOCATION OF THE SHOULDER BREAK WITH RESPECT TO

THE EDGE OF THE MAILBOX TURNOUT THE OVERALL POST LENGTH MAY VARY

FROM 57 8" (1.7Tm) TO 6’ 4 (1.9m) TO MAINTAIN THE 2’ (600mm) BURY LENGTH AND
THE 3!/’ (1.05m) MOUNTING HEIGHT.
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